
DRYWALL MANUAL
FOR HOMEOWNERS

EVERYTHING YOU NEED TO KNOW ABOUT YOUR NEW DRYWALL
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Gyproc® Singapore

Gyproc® is a world leader in the lightweight interior construction space with 
innovative, e�ective, and sustainable systems and products that improves 
well-being in living space. Our product range from: 

Gypsum drywall partitions, ceilings, plaster

Metal frames, steel encasements, jointing and finishing

Our materials and systems meet the most stringent requirements. By involving 
customers closely and listening carefully to their needs throughout the entire 
process, we are confident that our solution is a perfect match. Gyproc® Singapore 
focuses on providing you the best customer satisfaction through our products as 
well as services. We are a global brand you can rely on. 

Gyproc® Singapore is part of the Saint-Gobain group.

Finishing Products
Manufactured for 

internal application 
onto a wide choice 

of surfaces, there is a 
Gyproc® finishing for 

every application.

Steel Encasements
Fire safety is a top 
priority. It is vital to 
safeguard people’s 
lives and limit the 
financial impact of 

the damage. 

Partitions
A wide range of 

lightweight partition 
& wall systems covers 

most applications, 
from space divisions 
to high-performance 

walls. 

Ceilings
Aesthetics & excellent 

sound absorption 
performance is 

delivered by 
intelligent design and 
careful craftsmanship.

Linings
Gyproc® wall, floor, 
and ceiling lining 
systems provide 

high-quality internal 
surfaces. Ranging from 

basic to high-
performance linings.

-

Saint-Gobain designs, manufactures, and distributes materials and solutions that 
improve the comfort of each of us and the future of all. Saint-Gobain products are 
found everywhere in our daily lives: from the home to the office, in cars and 
infrastructure, and high-performance materials for health and many industrial 
applications. 

Saint-Gobain continues to write the history of a company dating back more than 
350 years, which now has more than 171,000 employees of over 100 nationalities, 
who are proud to help create great living places for the world and improve daily life 
for everyone.



 

3

8 GOOD 
BENEFITS
- GYPROC®

DRYWALL
Robustness

Acoustics

Thermal performance

Ease of decoration

Moisture resistance

Fire protection

Environmentally friendly

Site productivity gain

This manual serves as a guide to help 
homeowners with the use and 
maintenance of Gyproc® drywall.

Gyproc® paper-lined plasterboard is 
made with gypsum plaster core, 
typically used for drywall partitions, wall 
linings, and ceiling applications. The 
board product has a smooth and 
levelled surface that lends a beautiful 
appearance, ideal for interior walls and 
ceiling to create decorative finishing.  

Compared to traditional plastering, a 
drywall system is less labour intensive 
and installs quickly and easily, yet it 
does not compromise its quality. 
Drywall for internal walls in residential 
homes complies with high-performance 
standards to achieve heavy-duty 
impact, acoustics, insulation, moisture, 
and thermal requirements. 

We spend 90% of our time indoors, so 
we believe that our drywall must be of 
high standards of performance to 
ensure safe and comfort in living.



GypFrame® U-Track (Top Track) 
suitably fixed to so�t at centres 
not exceeding 600mm

Insulation

Single layer Gyproc® DuraLine® 
MR 19mm fixed at both sides 
using drywall screws

Gyproc® ProTop® All Purpose 
Ready-Mixed Joint Compound 
and Gyproc® Paper Tape

GypFrame® C-Stud 49S50 
spaced at 610mm centres

GypFrame® U-Track (Bottom 
Track) suitably fixed to floor at 
centres not exceeding 600mm

610
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 GYPROC® GYPWALL® ROBUST SYSTEM

 

GypWall® Robust® System is designed as an impact-resistant partition board with 
superior acoustics, fire, moisture, thermal resistant performances, and as an 
alternative to traditional brick walls.

This highly durable internal partition system is ideal for use as internal wall and wall 
lining of residential homes where strong and robust walls are required. 
GypWall® Robust System is constructed with metal frames (GypFrame® U-Track & 
GypFrame® C-Stud) with zinc aluminium alloy coating (excellent corrosion 
resistance) and two gypsum boards (Gyproc® DuraLine MR) securely attached to 
each side of the frame.

A layer of insulation is installed within the cavity of the drywall system to provide 
necessary fire resistance and sufficient acoustic insulation. Joints, edges and 
corners will be treated with jointing compound and joint tapes.
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Ensure reliable,  
ROBUST, STRONG WALLS

In general, drywalls can be perceived as fragile. However, Gyproc® GypWall® Robust 
System is a lightweight, impact-resistant partition system ideal for homes where 
strong and robust walls are required. With GypWall® Robust System, you can now have 
straight, durable walls with extra benefits that traditional brick walls lack.

GypWall® Robust System achieves a severe duty rating in a single board partition 
system, satisfying BS 5234: Part 2 for strength and robustness requirements such as 
Stiffness, Impact, Door Slam, Lightweight, and Heavyweight Anchorages, and Crowd 
Pressure test. A severe duty rating means that the drywall is suitable for use in areas 
prone to vandalism and rough use.

GypWall® Robust System can bear the direct weight of the lightweight and heavy-
weight fixtures, such as clocks, photo frames, wall shelves, cabinets, TV, etc. by using 
suitable fixing devices. 

• Heavy fixtures such as large wall cabinets, wall-mounted television, may need additional support. Please 
seek professional assistance. 
• Make sure you locate electrical cables before you drill into your walls. Electrical cables usually run 
vertically down inside the wall below or above light switches and sockets. Pipes, however, tend to run 
horizontally. If you are unsure, we strongly recommend that you consult an electrician or a plumber. 
• The location of metal studs may vary depending on the construction of your walls. An easy way to locate 
the stud is to tap on the wall. 

DIY TIP!



Mark out and drill 
a hole according 

to the specific 
anchor size.

Push anchor into 
the hole, lightly 
tap plug to flush 

with the wall.

Tighten the screw 
to expand the 

anchor.

Position fixture, 
insert the screw 
and tighten until 

secure.

Mark out and drill 
a hole according 

to the specific 
anchor size.

Compress ‘wings’ 
with your fingers.

Push anchor into 
the hole, lightly 
tap the plug to 

flush with the wall.

Position fixture, 
insert the screw 
and tighten until 

secure.
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ANCHORS INSTALLATION

Medium Duty Anchor
(Nylon Anchors)

Up to 12 kg 
per point load

Heavy Duty Anchor
(Cavity Wall Anchor)

Up to 25 kg 
per point load

Medium Duty Anchor Installation

Heavy Duty Anchor Installation

Light Duty Anchor
(Galvanized Drywall Screws)

Up to 3 kg 
per point load
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Ensure balanced,  
SOUND INSULATED WALLS

Today’s world is often noisy. Our city is surrounded by noise-producing transport, 
equipment, and activity. Our ears developed in the natural environment where we 
feel the most acoustically comfortable, making us sensitive to our surrounding 
environment. 

GypWall® Robust System provides an acoustically well-balanced environment, 
blocking out unwanted noise and enhancing sounds that we want to hear. 

Sound Transmission Class (STC) is the ability of a material to reduce the 
transmission of sound (in decibels) between rooms. In this case, STC measures how 
much sound our GypWall® Robust System can block from entering the adjacent 
room. The higher the STC rating, the more effective the material is at reducing 
sound transmissions for most common frequencies, hence better acoustic 
performance. 

GypWall® Robust System achieves an STC rating of ≥45 depending
on the space and insulation type (e.g. glass wool, rock wool) between the boards.

Hearing is the only human sense that fully functions while we sleep!

DO YOU KNOW?

STC Rating  Speech Levels  

STC 25 Normal speech can be heard easily. 

STC 30 Loud speech can be heard. 

STC 35 Loud speech can be heard, but not understood. 

STC 42  Loud speech can be heard, but only as a murmur.  

STC 45  Must strain to hear loud speech. 

STC 48 Only some loud speech can be heard. 

STC 53 Loud speech cannot be heard. 

Source: BCA
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Ensure optimized,  
THERMAL INSULATED WALLS

The hot and humid weather in Singapore results in the importance of having a 
comfortable and cooling home. A balanced thermal environment is essential to 
feeling comfortable. The impact of these discomfort elements must be minimized - 
so we can fully enjoy the space and function comfortably, whatever we are doing. 

GypWall® Robust System provides a well-balanced thermal environment, having 
low thermal conductivity and high thermal resistant properties. 

Thermal Conductivity (k-value) measures a material’s ability to conduct heat. Heat 
transfer occurs at a lower rate in materials of low thermal conductivity than in 
materials of high thermal conductivity. In this case, for a poorly thermal insulated 
wall, the temperature will be high and air conditioning will be blasted to compensate 
for the heat, resulting in higher energy consumption and increase spendings in 
electricity bills. 

Having an optimized thermal insulated wall, we can reduce our dependency on 
energy-consuming equipment, while maintaining a satisfactory comfort level and 
keeping our wallets safe.

By having a well-insulated wall, you will be cutting down on energy for energy-consuming 
equipment, and saving the environment in the process too! Reducing energy use is also seen as a 
solution to the problem of minimizing greenhouse gas emissions. 

DO YOU KNOW?

Material   k-value (W/m•K)  

Gyproc® GypWall® Robust System Plasterboard 0.18

Brick (dry, covered by plaster or tiles) 0.807

Brick (common brickwall - exposed) 1.154

Concrete 1.442

Source: BCA
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Ensure easy  
DECORATION ON WALLS

One of the greatest things about Gyproc® gypsum boards is that virtually any type 
of decoration can be applied. The possibilities are endless. 

Wallpapering
• Always make sure that your new walls have been applied with primer before
wallpapering. This will help to minimize any damage should you decide to remove 
the paper later. If you are considering a cloth-backed or solid vinyl wall covering, 
you may be required to use specialist adhesives which may damage the gypsum 
board should you remove the paper - in these cases, apply a lining paper before the 
selected wallpaper.

Painting
• Before you attempt to paint, ensure that surface is dry, clean, and even. Remove 
all traces of dust and grease and if holes/cracks are present, ensure that they are 
patched up. 
• To make small, dark areas appear larger and brighter, use light colours such as 
whites while dark colours create a cozy feeling in oversized rooms. 
• For ceilings, white will make them look lower than actual. If you have low ceilings, 
paint them two shades lighter than your wall colour. For high ceilings, paint them 
one shade darker than the wall colour. Using two shades of the same colour for your 
walls and ceilings will cause light to reflect evenly throughout the room.

Tiling
• You may also decorate your walls with ceramic tiles or marble. Please contact us 
for further details. 

Wallpapering Painting Tiling
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DRYWALL MAINTENANCE

Repairing surface imperfections

Prepare Gyproc® ProTop® 
All Purpose Ready-Mixed 

Joint Compound.

Use a scraper and fill in 
the crack area and allow 
it to dry. Sand the area 
lightly before painting. 

Drywall can be easily repaired if there is minor damage. Depending on the 
damage, various repair methods (as illustrated below) can be used. 

Repairing damaged corners

Hold a batten on one side 
of the wall and fill the 

other. Remove batten & 
repeat on the other side. 

Apply the metal corner 
bead onto the filled 

corner.

Apply Gyproc® ProTop® 
All Purpose Ready-Mixed 
Joint onto the damaged 

corner.

Once done on both 
corners, sand down the 
filling before painting 

over.
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DRYWALL MAINTENANCE

Repairing damaged walls: Small perforation (<10cm diameter)

When the drywall has to be repaired due to various reasons such as leaks and 
cracks, the following methods may apply: 

Cut a new piece of Gyproc® 
gypsum board into a 
triangle/square, larger than 
the a�ected area. The edges 
of the triangle/square 
should have a slope of ~45°. 
Outline the new piece over 
the a�ected area. 

Cut out the outlined area. 
Make slopes of ~45°  for 
the outlined area and the 
edges of the cut-out 
shape. 

Fix the new piece with 
Gyproc® ProTop® All 
Purpose Ready-Mixed 
Joint Compound. Due to 
the slopes at the edges, 
the new piece will not be 
pushed into the cavity 
behind the board. Allow it 
to dry and sand lightly 
before painting. 

Repairing damaged walls: Large perforation (>10cm diameter)

Cut out the a�ected area 
and fasten supporting/
reinforcement frames into 
all sides of the cut-out 
area.

Cut and fix a new piece of 
Gyproc® gypsum board 
onto the supporting 
frames.

Perform jointing treatment 
on the joints with Gyproc® 
Jointing Tape and Gyproc® 
ProTop® All Purpose 
Ready-Mixed Joint 
Compound. Allow it to dry 
and sand lightly before 
painting. 

Filling materials are 
likely to absorb more 
paint. Use a primer 
before redecorating. 
Please always consult 
professional advice for 
primer type and 
application. 



How is the sound insulation of drywall compared to a concrete wall? 

Where can I purchase the fixing anchors? 

The drywall is filled with sound insulation material to achieve good 
sound-proofing that is as good as, or better, than a concrete wall.  

Does Gyproc® Singapore provide installation services?

You can purchase them from most of the hardware stores in Singapore.

Where can I buy Gyproc® Singapore materials? 

Gyproc® Singapore does not provide installation services. You may contact 
our official distributors for installer recommendations. 

Please contact our official distributors. See the link below for the list of official 
distributors - http://www.gyproc.sg/gyproc-official-distributors

Can I mount common fixtures, such as TVs or shelves, on the drywall? 

Is drywall waterproof?

 
FREQUENTLY ASKED QUESTIONS
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Yes, you can. The drywall used in your unit is of Severe Duty grade. It can 
support common fixtures such as television sets and wall cabinets with the 
use of appropriate anchors. 

How do I remove dirt and stains on drywall?

The drywall used in dry areas is water-resistant. Homeowners may mop the 
floor but do take precautions to avoid water ponding or very damp conditions, 
which may damage the drywall.  

To remove dirt or stains on drywall, you can use a slightly damp cloth and just 
enough mild detergent.  For any type of  wall, too much soap can cause the 
surface to become sticky and attract more dirt. Use a dry towel to wipe up 
excess moisture as you work. After cleaning, please provide good ventilation 
to dry the wall. 



Contact:

For more information visit:
www.gyproc.sg

Saint-Gobain (Singapore) Pte Ltd
2 Venture Drive 
#09-10/11/12/13/14
Vision Exchange
Singapore 608526

Tel: +65 6330 8288
Fax: +65 6330 8289

Email: eis.info@saint-gobain.com

Disclaimer: The information contained within 
this document is based on our best 
knowledge of the subject and is correct at the 
time of printing. Due to the commitment to 
continuous product and system development, 
Saint-Gobain Gyproc® reserves the right to 
amend or alter the information contained 
therein. If in doubt, please contact us for the 
latest version. Version: 1.0, Dec 2020


